
13” W

3” H

3/4” EXT.

COMPLETE UNIT
MASONRY BRACKET INCLUDED

MODULE UNIT
CAN BE INSTALLED WITHOUT

BRACKET

OPAQUE ACRYLIC LENS FOR
SOFTER ILLUMINATION

(MODEL: LED-ML-13-OPAQUE)

LED-ML-13
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lightcraft outdoor | 9811 owensmouth ave | unit 1 | chatsworth, ca 91311
phone: 818.349.2663 | fax: 818.349.2676 | e-mail: sales@lightcraftoutdoor.com

MASONRY LIGHT 13
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key features
•ideal for columns, retaining walls &  
 benches
•field replaceable led
•heavy duty removeable stainless steel
 masonry bracket
•can be used without bracket

product specification
material
lens
wattage
lumens
voltage
light spread
lead wire
dimmable

aluminum
OPAQUE acrylic (optional)
2w
160
11-13v ac/dc
6-8 ft avg
71” Spt-2
no
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led-ml-13-opaque
13” FROSTED ACRYLIC LENS

lens option

step 2

** Lens sold separately

LED-ML-13

FIXTURE configuration

KELVIN TEMPERATURE
30K 3000K

finish
bz bronze

step 1

30K BZ

* 7” Option (LED-ML-7) also available


