IPA MANAGER

IPA Series Windows Control Software



IPA Manager

-] Login

[[] offline Mode

Version 1.0.0




IPA Manager

Version 1.0.0

Receiver (RX) Preset: ( Preset#1 ) deh
~ VIDEO
| VIDEQ SWITCHING All Displays (2 | RX3 @ | RX4 @ RX2 @ RX1 2
VIDEQ WALL
3840x2160 3840:2160 38402160 3840:2160
» AUDIO #1 60Hz 60Hz 0Hz 0Hz
¥CBCR_420 2Bit YCBCR_420,8Bit RGE, 2Bit RGE, 2Bit
CANGRARENERES 22 192.168.0.102-Genlock fa 192.168.0.101-Genlock ~ 192.168.0.103-Genlock ~ 192.168.0.104-Genlock ~ L]

> SYSTEM MANAGEMENT
> ROUTING TABLE

Transmitter (TX)

TX2 @ | TX1 ol )
3840%2160 3240x2160
#1 B0Hz #2 G0Hz
EC—=3 YCBCR_420,3Bit ZT—=2 RGEB3Bt
192.168.0.105 ~ 192.168.0.106 fa

CONNECT TO SERVER:

P (127 0 .0 . 1 )

Port: (6970 ) ( DISCONNECT )




IPA Manager

Version 1.0.0

~ VIDEO

Parameters

Wall Receiver (RX)

VIDEQ SWITCHING

I VIDEQ WALL

~ AUDIO

HDMI AUDIO ROUTING

ANALOG AUDIO ROUTING

> INFRARED & RS-232
> SYSTEM MANAGEMENT
> ROUTING TABLE

Bezel adjustme: Preset #1

Top: (16

Eottom: ( 16 3840x2160
P B0Hz
Left (16 RGE,3Bit

Right: : 16 8 192.168.0.106

% Wall Resolution : 1920x1080

OHz
YCBCR_420,8Bit

192 162 0 102-Genlock

~

CONNECT TO SERVER

e (127 0 0 1)

Port: (_ 6970 ) ( DISCONNECT

Receiver (RX)
All Displays 3| | RX3 i@ RX2 ci@ | RX4 &8 | RX1 ]
384052160 384052160 3840x2160 3840x2160 e
All 60Hz 60Hz 60Hz 60Hz
YCBCR_420.8Bit RGB,8Bit YCBCR_420.8Bit RGE.8Bit
192.168.0.102-Genlock  ~ 192.168.0.103-Genlock ~ ~ 192.168.0.101-Genlock ~ ~ 192.168.0.104-Genlock ~ ~
Transmitter (TX)
X2 (m)i:@ | TX1 £
3840x2160 384052160
#1 60Hz #2 60Hz
ET—3 YCBCR_420.8Bit ET—-3 RGBZBBit
192 168.0.105 ~ 192 168.0.106 ~
]



IPA Manager

Preset. ( Preset#1 ) ded

Receiver (RX)
~ VIDEO
VIDEQ SWITCHING All Displays 23
VIDEQ WALL
~ AUDIO

(G

I HDMI AUDIO ROUTING
ANALOG AUDIO ROUTING
> INFRARED & RS-232
> SYSTEM MANAGEMENT
> ROUTING TABLE

RX3 @ | RX2 i
3840x2160 3840x2160
Hﬂ )) 60Hz Hd )) 60Hz
YCBCR_420 3Bit RGB,8Bit

192.168.0.102-Genlock ~ ~ 192.168.0.103-Genlock ~ ~

RX1
3240x2160
Hﬂ )) 60Hz
RGE,2Bit

192.168.0.104-Genlock

@ RX4

~

3840x2160
G0Hz
YCBCR_420,

)

192.168.0.101-Genlock

@

 88it

~

Transmitter (TX)
TX2 (mic@ | TX1 OLCH
3340x2160 3840x2160
Hiq )) 60Hz Eﬁq )) 60Hz
YCBCR_420 8Bit RGB,8Bit
192.168.0.105 ~ 192.162.0.108 ~

CONNECT TO SERVER:

P (127 . 0 .0 1)

Port: (_ 8970 ) ( DISCONNECT




IPA Manager

Preset. ( Preset#1 ) ded

Receiver (RX)
~ VIDEO
VIDEQ SWITCHING All Displays 23
VIDEQ WALL
~ AUDIO

(L)

HDMI AUDIO ROUTING
I ANALOG AUDIO ROUTING
> INFRARED & RS-232
> SYSTEM MANAGEMENT
> ROUTING TABLE

RX3 @ RX2 i
3840x2160 3840x2160
)) 80Hz )) 60Hz
YCBCR_420 3Bit RGB,8Bit

192.168.0.102-Genlock ~ ~ 192.168.0.103-Genlock ~ ~

RX1
3840x2160
)) 80Hz
RGE 2Bit

192.168.0.104-Genlock

@ RX4

~

3840x2160
G0Hz
YCBCR_420,

<)

192.168.0.101-Genlock

@

 88it

~

Transmitter (TX)
X2 (=@ | TX1 (s @
384052160 3840%2160
)) 60Hz )) 60Hz
YCBCR_420 88t RGB 2Bit
192.168.0.105 ~ 192.168.0.106 ~

CONNECT TO SERVER:

P (127 . 0 .0 1)

Port: (_ 8970 ) ( DISCONNECT




IPA Manager

Version 1.0.0

Receiver (RX) Preset: ( Preset#1 ) deh
~ VIDEO
VIDEQ SWITCHING All Displays i3 | RX3 te3| | TX2 ¢y | RX2 csi XA 23 | RX1 g3 | RX4 T
VIDEQ WALL
3840x2160 3840%2160 3840x2160 3840x2160 3840%2160 3840x2160
~ AUDIO 0Hz 0Hz 0Hz 0Hz B0Hz B0Hz
YCECR_420,3Bit YCBCR_420,8Bit RGB,2Bit RGE,2Bit RGE,2Bit YCBCR_420 8Bit
HDMI AUDIO ROUTING
102.168.0.102-Genlock A 192.168.0.105 ~ 192.168.0.103-Genlock  ~ 192.168.0.106 ~ 102.168.0.104-Genlock A~ 192.168.0.101-Genlock A~ ®
ANALOG AUDIO ROUTING
~ INFRARED & RS-232
I RS-232 ROUTING
INFRARED ROUTING
> SYSTEM MANAGEMENT
> ROUTING TABLE
Transmitter (TX)
RX3 (mi@ | TX2 (=i @ | RX2 (mic@ | TX1 (=@ | RX1 (@ |RX4 OLGH
3840x2160 3840x2160 3840x2160 3840x2160 3840x2160 3840%2160
60Hz 60Hz 0Hz 0Hz 0Hz B0Hz
YCBCR_420,8Bit YCECR_420,8Bit RGE, 2Bit RGE, 2Bit RGE,2Bit YCBCR_420 2Bt
102.168.0.102-Genlock A~ 192.168.0.105 ~ 192.168.0.103-Genlock  ~ 192.168.0.108 ~ 102.168.0.104-Genlock A~ 102.168.0.101-Genlock  ~
®

CONNECT TO SERVER:

P (127 0 .0 . 1 )

Port: (6970 ) ( DISCONNECT )




IPA Manager

Version 1.0.0

Recelver (RX) Preset: ((Preset#l ) {5
~ VIDEO
VIDEQ SWITCHING All Displays (23 | RX3 el | RX3 ) RX1 £s3 i | RX4 {e3
VIDEQ WALL == B 3840x2160 = 3840x2160 B 3840x2160 B 3840:2150 =7 3840x2150
> AUDIO [ezE\ [22E\ IBQ%HBZ,SBM [22E\ s%l—ézcra_azo,san [22E\ IBQ%HBZ,SBH [e28)\ E‘?:gzcra_dzo,sam 28R\ ‘?’?:gZCR_-dZU‘SBﬂ
HDMI AUDIO ROUTING A 192.168.0.103-Genlock  ~ 192.168.0.102-Genlock  ~ 192.168.0.104-Genlock  ~ 192.168.0.105 ~ 192.168.0.101-Genlock  ~ °
ANALOG AUDIO ROUTING
~ INFRARED & RS-232
RS-232 ROUTING
| INFRARED ROUTING
> SYSTEM MANAGEMENT
> ROUTING TABLE
Transmitter (TX)
RX3 ()¢50 | RX2 £ @ | RX1 IS0 X (8@ ()50
B 3840x2160 B 3840:2160 B 3840x2160 B 3840:2160 B 3240:2180
[e5E\ *Er?:gZCR_uo,an [25E\ E%Haz,am [E88\ E%Héaan [E8E\ E%Hsz,aan [288\ ‘?"?:PI;ZCR_QU,sBrl
192.168.0.102 ~ 192.168.0.103 ~ 192.168.0.104 ~ 192.168.0.108 ~

CONNECT TO SERVER:

P (127 0 .0 . 1 )

Port: (6970 ) ( DISCONNECT )

192.168.0.101 ~



IPA Manager

Version 1.0.0

All Devices
~ VIDEO
VIDEQ SWITCHING All Device o3 | RX3 @ RX2 @ TX2 @ | TXA @ | Rx1 @ Rx4 ]
VIDEQ WALL V3.5.20 V3520 V3520 V3520 V3520 V3520
& A ALL \/ \/ \/ \/ \/ \/
HDMI AUDIO RCUTING Up to Date Up to Date Up to Date Up to Date Up to Date Up to Date
SIS AURID OIS 192.168.0.102 192.168.0.103 192.168.0.105 192.168.0.106 192.168.0.104 192.168.0.101

~ INFRARED & RS-232
RS-232 ROUTING
INFRARED ROUTING

~ SYSTEM MANAGEMENT

I FIRMWARE UPDATE

BACKUP AND RESTORE
SECURITY
SYSTEM LOGS

> ROUTING TABLE

CONNECT TO SERVER:

P (127 0 .0 . 1 )

Port: (6970 ) ( DISCONNECT )




IPA Manager

Version 1.0.0

Backup and Restore

 VIDEO
VIDEO WALL
~ AUDIO Name:  ( )
HDMI AUDIO ROUTING
ANALOG AUDIO ROUTING saeto )

~ INFRARED & RS-232

RS-232 ROUTING L Write Backup

INFRARED ROUTING
~ SYSTEM MANAGEMENT

e e

I BACKUP AND RESTORE

SECURITY Backup File: DY Browse ]
SYSTEM LOGS
Restore Backup

> ROUTING TABLE

CONNECT TO SERVER:

P (127 0 .0 . 1 )

Port: (6970 ) ( DISCONNECT )




IPA Manager

Version 1.0.0

Security
~ VIDEO
VIDEQ WALL
~ AUDIO User Nama: admin
HDMI AUDIC ROUTING
ANALOG AUDIO ROUTING Old Password: C D
~ INFRARED & RS-232
RS-232 ROUTING New Password: (C D]
INFRARED ROUTING
~ SYSTEM MANAGEMENT Confirm Password: D
FIRMWARE UPDATE
BACKUP AND RESTORE
I SECURITY
SYSTEM LOGS

> ROUTING TABLE

CONNECT TO SERVER:

P (127 0 .0 . 1 )

Port: (6970 ) ( DISCONNECT )

10



IPA Manager

Version 1.0.0

System Logs
~ VIDEO i
e NS | Date & Time | Event ID | | Details
VIDEQ WALL INFRARED Routing 2019/3/27 11:51 2019/327 11:51 Admin 192 168.0.105 == 192 168.0.101 e
+ AUDIO INFRARED Routing 2019/3/27 11:51 20191327 11:51 Admin 192.168.0.103 >> 192.163.0.105
HDMI AUDIO ROUTING INFRARED Routing 2019/3/27 11:51 2019/327 11:51 Admin 192 168.0.106 == 192 168.0.103
ANALOG AUDIO ROUTING INFRARED Routing 2019/3/27 11:48 2019/3/27 11:48 Admin 192.168.0.106 == 192.168.0.101
~ INFRARED & RS-232 INFRARED Routing 2019/3/27 11:47 2019/3/27 11:47 Admin 192 168.0.106 == 192 168.0.103
RS-232 ROUTING INFRARED Routing 2019/3/27 11:47 2019/3/27 11:47 Admin 192.168.0.106 == 192.168.0.101
INFRARED ROUTING INFRARED Routing 2019/3127 11:43 2019/3/27 1143 Admin 192.168.0.104 == 192.168.0.108
« SYSTEM MANAGEMENT INFRARED Routing 2019/3/27 11:42 2019/3/27 11:42 Admin 192.168.0.104 == 192.168.0.105
FIRMWARE UPDATE INFRARED Routing 2019/3/27 11:41 2019327 11:41 Admin 192 168.0.102 == 192 168.0.106
BACKUP AND RESTORE RS232 Routing 2019/3/27 11:22 2019/3/27 11:22 Admin 192.168.0.106 == 192.168.0.104
SECURITY RS232 Routing 2019/3/27 11221 2019327 11:21 Admin 192.168.0.104 == 192.168.0.106
I SYSTEM LOGS Video Wall Parameters 2019/3/27 10:58 20193127 10:58 Admin 192.168.0.106 == 192.168.0.102
> ROUTING TABLE Decoder Configuration 2019/327 1017 201973127 1017 Admin Network Hostname Change
Decoder Configuration 2019/3/27 10:16 201973427 10:16 Admin MNetwork Hostname Change
Decoder Configuration 2019/3/27 10:16 2019/3/27 1016 Admin Metwork Hostname Change
Decoder Configuration 2019/3/27 10:10 201973427 10:10 Admin MNetwork Hostname Change

CONNECT TO SERVER:

P (127 . 0 0 1)

pon: (CEE70) (_DISGOWNEST )

11



IPA Manager

~ VIDEO

Video Routing Table

Hostname

Version 1.0.0

VIDEQ SWITCHING

VIDEO WALL

~ AUDIO

Transmitter (TX)
™2
™

Receiver (RX)
RX3,RX4

RX2RX1

HDMI AUDIO ROUTING

ANALOG AUDIO ROUTING

~ INFRARED & RS-232

RS-232 ROUTING

INFRARED ROUTING

~ SYSTEM MANAGEMENT

FIRMWARE UPDATE

BACKUP AND RESTORE

SECURITY

SYSTEM LOGS

~ ROUTING TABLE

I VIDEQ ROUTING

HDMI AUDIO ROUTING

ANALOG AUDIO ROUTING

R5-232 ROUTING

INFRARED ROUTING

CONNECT TO SERVER:

e (127 . 0 0

1

D

Port: (_ 8970 ) ( DISCONNECT

12



IPA Manager

~ VIDEO

HDMI Audio Routing Table

Hostname

Version 1.0.0

VIDEQ SWITCHING

VIDEO WALL

~ AUDIO

Transmitter (TX)
™2
™

Receiver (RX)
RX3,RX4

RX2RX1

HDMI AUDIO ROUTING

ANALOG AUDIO ROUTING

~ INFRARED & RS-232

RS-232 ROUTING

INFRARED ROUTING

~ SYSTEM MANAGEMENT

FIRMWARE UPDATE

BACKUP AND RESTORE

SECURITY

SYSTEM LOGS

~ ROUTING TABLE

VIDEQ ROUTING

I HDMI AUDIO ROUTING

ANALOG AUDIO ROUTING

R5-232 ROUTING

INFRARED ROUTING

CONNECT TO SERVER:

e (127 . 0 0

1

D

Port: (_ 8970 ) ( DISCONNECT

13



IPA Manager

~ VIDEO

Analog Audio Routing Table

Hostname

Version 1.0.0

VIDEQ SWITCHING

VIDEO WALL

~ AUDIO

Transmitter (TX)
™2
™

Receiver (RX)
NULL

RX3,RX2,RX1,RX4

HDMI AUDIO ROUTING

ANALOG AUDIO ROUTING

~ INFRARED & RS-232

RS-232 ROUTING

INFRARED ROUTING

~ SYSTEM MANAGEMENT

FIRMWARE UPDATE

BACKUP AND RESTORE

SECURITY

SYSTEM LOGS

~ ROUTING TABLE

VIDEQ ROUTING

HDMI AUDIO ROUTING

I ANALOG AUDIO ROUTING

R5-232 ROUTING

INFRARED ROUTING

CONNECT TO SERVER:

e (127 . 0 0

1

D

Port: (_ 8970 ) ( DISCONNECT

14



IPA Manager

Version 1.0.0

RS232 Routing Table
~ VIDEO 7
VIDEQ SWITCHING Transmitter (TX) Receiver (RX}
VIDEO WALL 2 NULL 5
~ AUDIO ™2 ALL
HDMI AUDIO ROUTING (Ee ALL
ANALOG AUDIO ROUTING RX1 ALL
~ INFRARED & RS.232 ™1 RX1
RS-232 ROUTING RX4 ALL _
INFRARED ROUTING
~ SYSTEM MANAGEMENT
FIRMWARE UPDATE
BACKUP AND RESTORE
SECURITY
SYSTEM LOGS
~ ROUTING TABLE
VIDEQ ROUTING

HDMI AUDIO ROUTING

ANALOG AUDIO ROUTING
I RS5-232 ROUTING

INFRARED ROUTING

CONNECT TO SERVER:

P (127 . 0 . 0 - 1 )

Port: (_ 8970 ) ( DISCONNECT

15



IPA Manager

~ VIDEO

Infrared Routing Table

Hostname

Version 1.0.0

VIDEQ SWITCHING

VIDEO WALL

~ AUDIO

HDMI AUDIO ROUTING

ANALOG AUDIO ROUTING

~ INFRARED & RS-232

RS-232 ROUTING

Transmitter (TX)

Receiver (RX)
NULL

RX4
NULL
RX2
NULL

INFRARED ROUTING

~ SYSTEM MANAGEMENT

FIRMWARE UPDATE

BACKUP AND RESTORE

SECURITY

SYSTEM LOGS

~ ROUTING TABLE

VIDEQ ROUTING

HDMI AUDIO ROUTING

ANALOG AUDIO ROUTING

R5-232 ROUTING

I INFRARED ROUTING

CONNECT TO SERVER:

e (127 . 0 0

1

D

Port: (_ 8970 ) ( DISCONNECT

16



