
ALTAIR® PRO CO Fire Single-Gas Detector
Is one clipped to your medical bag?

Because every life has a purpose ...

Key Product Features
• Rugged, personal CO detector offers
• EMS personnel one-button operation, triple alarm system, adjustable 

set points, and large, bright display.

Standard gear
Vital decisions must be made quickly when a call involves a non-responsive victim. Is carbon monoxide buildup to
blame? Don’t be caught without your personal ALTAIR Pro CO Fire Single-Gas Detector. Small and lightweight unit
alerts users to possible CO poisoning with no range of motion interference. 

The ALTAIR Pro CO Fire Single-Gas Detector is ideal for other call types such as trench rescue, generator operatio-
nand vehicle exhaust buildup, on the road or in the station. A great practical choice for EMS and other first 
responders, your CO detector should be standard gear in your medical bag. 



Features and Benefits
• Tough rubberized housing for excellent impact resistance
• Powered by commercially-available battery with built-in gas delivery adapter
• Water-and-dust-resistant; rated to IP67
• Great RFI performance
• Single-buttom operation for alarm check, bump test, fresh air setup, and calibration
• Large, clear backlit LCD display
• Adjustable alarm set points for Low, High, TWA, STEL
• Triple-alarm system provides standard flashing LEDs, audible and vibrating
• Built-in IR communication (event and standard data logging)
• Advanced MSA Link™ Pro Software lets users easily, proactively manage gas detection

fleets with efficient setup, configuration, dashboard alerts, and calibration gas and
expiration warnings.

• MSA Link Software displays logs, adjusts alarm set points
and disables/activates options

MSA Single-Gas Detectors

ALTAIR Pro CO Fire ALTAIR Pro CO ALTAIR Pro CO Steel ALTAIR CO

CONTINUOUS READ-OUT (PPM) Yes Yes Yes –

REPLACE BATTERY/SENSOR ✓ ✓ ✓ –

ON/OFF Yes Yes Always on Always on

DATA/EVENT LOGGING ✓ ✓ ✓ –

GALAXY® GX2  SYSTEM ✓ ✓ ✓ ✓

MANUAL BUMP/CALIBRATION ✓ ✓ ✓ ✓

IP67-RATED ✓ ✓ ✓ ✓

WARRANTY 2 years 2 years 2 years 2 years

PART NUMBER 10076723 10074135 10076724 10092522

MSA Corporate Center
1000 Cranberry Woods Drive
Cranberry Township, PA 16066 USA
Phone 724-776-8600
www.MSAsafety.com

U.S. Customer Service Center
Phone 1-800-MSA-INST
Fax 1-800-967-0398

MSA Canada
Phone 1-800-MSA-INST
Fax 1-800-967-0398

MSA Mexico 
Phone 01 800 672 7222
Fax 52-44 2227 3943

MSA International  
Phone 724-776-8626
Toll Free 1-800-672-7777  
FAX 724-741-1559

Note: This bulletin contains only a general
description of the products shown. While uses and
performance capabilities are described, under no
circumstances shall the products be used by
untrained or unqualified individuals and not until
the product instructions including any warnings or
cautions provided have been thoroughly read and
understood. Only they contain the
complete and detailed
information concerning proper
use and care of these products.
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